Your new Fender® Vibro-King® 212 loudspeaker enclosure is constructed from 5/8" (1.6 cm) 11-ply birch plywood and is capable of handling up to 140 Watts. Featuring two 12" (30.5cm) speakers, the Vibro-King® 212 is designed as an extension cabinet for the Fender® Vibro-King® Custom amplifier or other professional quality instrument amplifier. Please read and keep the manuals for your amplifier and speakers before making connections. Follow all instruction and safety labeling on your amplifier and Vibro-King® 212 loudspeaker enclosure.

**SPECIFICATIONS**

**PART NUMBER:** 813-0400-010

**DRIVERS:** Two 12" (30.5 cm) Celestion® Vintage 30 steel frame drivers

**CABINET:** 5/8" (1.6 cm) 11-ply birch plywood

**SENSITIVITY:** 96 dB, 1 Watt - 1 Meter

**POWER HANDLING:** 140 Watts

**IMPEDANCE:** 4Ω

**CONNECTION:** 1/4" high current input jack

**DIMENSIONS:** Height: 25 in (64 cm)  
Width: 25 in (64 cm)  
Depth: 11.25 in (28.8 cm)

**WEIGHT:** 55 lb (24.75 kg)

*Product specifications are subject to change without notice.*

**A PRODUCT OF:**
**FENDER MUSICAL INSTRUMENTS CORP.**  
**CORONA, CA USA**

Fender® and Vibro-King® are registered trademarks of FMIC, other trademarks are properties of their respective owners.  
Copyright © 2002 FMIC  
P/N 059897 REV A